
SAMSON B-MIX
GROWING TOGETHER



Blades + counter blade Protection foot Galvanised protection frame

Mixing before
application pays off

The SAMSON B-MIX is designed to meet the needs of farmers. 
Available in four lengths from 5 to 10.5 metres, it can be adapted 
to many types of slurry pits.
 
Depth control of our mixers is operated from your tractor seat 
by one hydraulic ram. It is equipped with a spiral-shape mixing 
screw. For perfect mixing and chopping, two sharp blades are 
attached to the base of the screw and an adjustable counter 
blade is attached to the end of the chassis. The liquid pit content 
is mixed efficiently.

SAMSON B-MIX

This design helps to avoid build-up of materials around the main 
shaft.

The SAMSON B-MIX is produced according to SAMSON’s
high-quality standards, ensuring that the product lasts
a long time and is easy to work with. All steel parts are
thoroughly surface treated and consist of many galvanised 
elements, making the unit extra resistant and easy to clean.

During storage in a slurry storage tank, the nutrients will 
segregate. Especially dry matter, phosphorus, organic nitrogen, 
and some micronutrients will separate and be found in higher 
concentration in the bottom layer and the liquid layer. 

Studies have shown that the phosphorus content in the bottom 
layer of pig slurry can be several times higher than in the middle 
layer if the slurry in the storage tank is not mixed. Ammonia, 
nitrogen, and potassium do not segregate as much since these 
nutrients are water-soluble.

By thoroughly mixing slurry before application, two advantages 
are achieved:

- The slurry becomes homogeneous and easier to pump.
This allows the slurry tanker to be completely emptied.
- The concentration of nutrients (especially phosphorus) is
consistent from the first to the last load of slurry.

Be aware that some types of slurry (especially pig slurry) need 
to be mixed continuously even during application, as the 
nutrients segregate again just a few hours after mixing. Slurry 
tankers from SAMSON have a built-in mixing function using the 
unloading pump, which helps to ensure that the slurry applied on 
the field maintains a constant content of nutrients and organic 
material.
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Galvanised protection frame Ø600 (Dutch pit) ★ ★ ★ ☐
Protection foot for plastic lined lagoons ★ ★ ★ ★
Hour counter ★ ★ ★ ★
Notebook tube ☑ ☑ ☑ ☑
Centralised greasing ★ ☑ ☑ ☑
Sign boards kit ★ ★ ★ ★
Heavy duty Standard P.T.O shaft 6 splines ★ ★ ★ ★
Wide angle P.T.O shaft 6 splines ★ ★ ★ ☑

☐  Not compatible   ☑  Standard equipement   ★ Available as an option

B-MIX105

B-MIX80

B-MIX65

B-MIX50



Dealer

www.samson-agro.com

B-MIX 50 B-MIX 65 B-MIX 80 B-MIX 105

Chassis Fully galvanised heavy duty box section

Screw type Propeller

Length m 5 6,5 8 10,5

Mixing depth m 2,5 4 5 6,5

Weight kg 420 600 780 950

Technical  
data


